
•	 Molten	Metals	&	Hot	Solids	(M/9)

•	 High	Impact	Lens	(VOM	Cat	0)

•	 4	Sensors

•	 Switching	time:	1/25000	sec

•	 Generous	viewing	area	-	98	x	62mm

12 months manufacturer’s warranty
®

Sensitivity		adjustment	.	Grinding	mode	.	tig	weld	to	5a	.	superfast	

switching	0.00004sec	.	dual	crown	harness	.		external	control	dials	.	

slide	&	tilt	harness	.	Low	batery	indicator	.	Replaceable	batteries	.	Light	

State:	4	.	Dark	states:	5-8/9-13	.	Quick	nod	to	flip/lower	the	helmet	into	

place	.	Lightweight:	520	grams	+/-	10	grams	.

EN379 AS/NZS 1337.1 (VOM) AS/NZS 1338 (1-4/5/13)N26688
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welding	helmets

ADH4CS

Great	range	of	decals	
available.

ADH4CS

ADH4TADH4BF

ADH4B

Externally mounted switches:
•	 Grinding
•	 Sensitivity
•	 Time Delay 

Helmet Slide Adjustor

Helmet Tilt Adjustor

Dual Crown 
Harness

Large Cassette size:  110 x 90mm
Large Viewing Area: 98 x 62mm

AS/NZS 1337.1
Lic No 25556

SAI Global

AS/NZS1337.1 
Certified 
Protective Lens 
(Front)

Replacement parts available

Sweatbands
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